
Sound Maker Can Stand
 �  15.5 feet of 1½-inch PVC

 �  8 feet of 2-inch PVC

 �  3 PVC T’s for 1½-inch PVC 

 �  2 PVC T’s for 2-inch PVC

 �  2 adaptors for 1½-inch to 2-inch 

 �  4 PVC caps for the 6 feet of drain pipe

 �  chop or hack saw

 �  various lids, cans, and pans

 �  drill

 �  drill bit 1/8-inch 

 �  about 12 #8 screws 

 �  rope or cording

 �  colorful spray paint 

 �  black spray paint 

 �  duct tape

 �  1 concrete form 8-inch x 4 feet

 �  jigsaw

Using the jigsaw, cut the 1½ inch PVC in the following lengths: 6 feet; 14 inches; and two pieces that 
are each 4 feet. 

Next cut the 2-inch PVC pipe into 4 pieces each 24-inch long. Paint the PVC black and the lids, cans, 
and pans bright colors. Allow to dry. Drill holes in the lids, pans, and cans, hammer flat any burs, and 
cover with colorful duct tape. Use a cutting blade to cut away duct tape from the drill hole. 

Assemble the frame of the music stand. Arrange the pans and cans on 8 different 5-foot-long 
lengths of rope, knotting above and below each object to keep it in place. Decide on the order and 
arrangement of the pans along the stand. Since the drain pipe can expand and collapse, start at the 
middle and work out. Feed the rope through one of the small drain holes. Knot the end. Move down 
the drain pipe, adding each rope and expanding the pipe. Once all the ropes are on, add the drain 
pipe to the music stand cross beam by just sliding it on to the PVC cross beam. 

Using a jigsaw, cut a hole 1½-inches across into the concrete form tube. Add it to the 14-inch piece 
of PVC and add the T-fitting to end. Now that the stand is put together, drill pilot holes in the fitting 
pieces and screw the screws in. This ensures the fittings do not come off. 


