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New Improved X631 Aligner version 6.37 Software with 2014 and older vehicles.

Note: Before installing new operating software please fellow these steps. I suggest print this tutorial and fellow the steps. If 
you feel that these steps are something you are not familiar with please contact your local IT person.

Before you start if you have a customer data base you will need to transfer to the “Desk Top” or to a Thumb drive.  The 
Owner’s Manual will guide you through this process. 

1. You will need a way to transfer data from our website to your aligner. My suggestion is a Thumb Drive or Data 
Stick, if your host computer has a DVD Burner that will also work to create a means to transfer data.

2. From your host computer go to www.launchtechusa.com  when the site comes up click on “Support”  then 
click on “Downloads”  then click on the words  software update v6.37. Once you click on software update v6.37   
then a box will appear then click on “Save As” then save it in your Thumb Drive or whatever media you use to 
save files. 

DO NOT INSTALL IN THE ALIGNER!   You will need to prepare the aligner for the new software. Please fellow these steps.

1. Turn the X631 Aligner on exit the aligner page so the desk top is displayed

2. Right Click on “X631” app on the desk top, look for “properties” at the bottom. Left click on “properties” and 
left click on “Open File Location”.

3. “Check” file is the calibration file for the Probe rod, transferring is extremely important for the aligner to 
work accurately.  

A list of files will appear when you open “Open File Location” look for the file called “Check” then do a right 
click on the file called “Check”.  Then a left click on “Properties”, now look for “Read Only” box there cannot be 
a check in that small box, if there is remove by clicking on the small box. The next step is to click on “Apply” at 
the bottom of “Properties”  then click on “OK”  I would suggest to repeat this step 3 to make sure there is no 
check in the “Read Only” box. 

4. If necessary exit then go to “Open File Location” and find the file called “Check” again however “Check” 
maybe highlighted from your last prompt. Now do a right click on “Check” and look for the word “Copy” 
then do a left click on “Copy”.  Go to the “Desk Top” anywhere on the screen do a right click and do a left 
click on the word “Paste”  Now the “Check” file should be on the “Desk Top”.

5. On the “Desk Top” look for “Computer” or “My Computer” and click on that to open. Look for “Uninstall”, 
find X631, if there is Mac Tools software installed look for Mac Tools logo, click on that logo then find X631. 
Whatever is in your aligner click on X631 to uninstall and completely remove.  Now exit back to Computer 
and click on “C” Drive look for the word “Launch”, do a right click on “Launch” and delete. Exit out so you are 
on the “Desk Top”

6. Installing New Software.  However you downloaded the new software, Thumb Drive or DVD please insert it 
in the aligner computer. When the file X631_V6.37 double click to open. Look for the file called “setup” that 
is a “Application” double click on it, if you double more than once you will have multiple downloads.  Note: 
There are 5 “setup” files the only one that will work is the one marked “Application”. 
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7. When you double click on the “setup” it appears that nothing is happening for approximately 1 to 2 min-
utes. Finally a box will appear that says “Do you want to allow the following program from unknown pub-
lisher to make changes to this computer” click “Yes”.  the software program is now starting to download. 
During the process it will ask you for a password, the password is LAUNCH2008 just as it appears. The soft-
ware will take approximately 4 to 6 minutes to download; you will see a progress bar. Follow the prompts 
to continue downloading software. You will get a pop up that you will need to answer the prompt “Repair” 
and “Finish”

8. Once the software is downloaded close the program. On the “Desktop” you see the App 
“X631”.  Now you are going to repeat some of the same steps (2 and 3) on the new software.                                                                                                                                   
Right Click on “X631” app on the desk top, “properties” at the bottom of “properties” should be “Open File 
Location” do a left click on “Open File Location”.  A list of files will appear look for “Check” then do a right 
click on the word “Check”.  Then a left click on “Properties”, now look for “Read Only” box there cannot be a 
check in that small box, if there is remove by clicking on the small box. The next step is to click on “Apply” 
at the bottom of “Properties”  then click on “OK”  I would suggest to repeat this step to make sure there is 
no check in the “Read Only” box. 

9. Exit and then go back do a left click on  “Open File Location” find “Check” then do right click and left click 
on “Delete”, a message box may appear asking are you sure you want to delete click “Yes”.   

10.  On the “Desktop” find the “check” app that you created and do  right click and find “copy” , do a left click on 
“copy” exit.

11.  If you are still in “Open File Location” where you deleted the “Check” file, now you can do a right click and 
do a left click on the word “Paste”. That will put your original Check file or Probe rod calibration into the 
software. If you exited out of “Open File Location” you will need to open to “Paste”. Once you have complet-
ed the “Copy and Paste” the word “Check” should be back in the “Open File Location”. 

12.  Now go to “Recycle Bin” and empty contents.

This completes the new software update, if you need help please call.
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