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WARNING 

Please read: This product is sold without warranty expressed or implied. No warranty or representation is made as to the 

products ability to protect the user / occupant from any injury or death in any manner of use. The user assumes that risk. The 

effectiveness of this equipment is directly related to the manner in which it is installed, used, and / or maintained. Proper in-

stallation is solely the responsibility of the installer, and will not be assumed by Pro Armor. 

- DO NOT TOW with the top installed! 

XP4 1000 Standard Soft Top (P144092)  

Installation Instructions 

INSTALLATION INSTRUCTIONS: 

1. Place the soft top out on the stock cage like shown below. Make sure it’s laid with the zipper side towards the front and there 

is no extra material under the top to make it bunch up and not fit correctly. See figure below. 

2. Wrap the zipper section around the front top overhead cage tube. The zipper area will wrap the tube then zip closed on the 

backside like shown below. 



For further information on installation instructions and warnings please visit our website   WWW.PROARMOR.COM or contact 

customer service at 1-888-31-ARMOR 

3. Once the zipper area is secure, make sure that the zipper is centered and wrap them around the tube like shown here.  

4. The top should look like the picture below, after pulling the corners out and freeing the corner straps. 

5. On each vertical cage tube, slide the Velcro strap through the metal slider like 

shown below and pull back towards itself to secure it to the Velcro side. Grab the 

strap with one hand and pull down tight and re-secure the Velcro to keep the top 

tight and the corners pulled down.  

6. After all straps are secure, double check to make sure there is no excessive 

flapping and if so, re-adjust to eliminate that.  

NOTE: Make sure the top is secure before each use.  

7. If you choose to still use the stock Polaris plastic visor, then you will need to put 

it on after install of the top. 

8. Once the Visor is in place mark the holes and punch them with a standard office 

hole punch then use a lighter to burn the edges so they do no tear open. 


