
[For further information on installation instructions and warnings please visit our website   WWW.PROARMOR.COM or contact 
customer service at 1-888-312-7667.] 

 

 
 
 
 
 
 
 
  

Disclaimer 
Please read: This product is sold without warranty expressed or implied. No warranty or representation is made as 
to the products ability to protect the user / occupant from any injury or death in any manner of use. The user 
assumes that risk. The effectiveness of this equipment is directly related to the manner in which it is installed, used, 
and / or maintained. Proper installation is solely the responsibility of the installer, and will not be assumed by Pro 
Armor. 
 

Polaris XP1000 G2 Bench Seat (P144780) 
Installation Instructions 

• Please periodically inspect the seat and seat base for proper fitment and hardware security. Do not attempt 
to use if the seat or seat base hardware is damaged or not affixed properly and secured tightly to UTV. 

• Never use the vehicle without the proper safety restraints in place. 
• Never stick hands, head or arms outside of vehicle at any time when it is in motion. 
• Always wear and use proper safety equipment when using any Pro Armor product. 
• Improper use of directions and/or product can result in injury to yourself or damage to your vehicle. 

 



[For further information on installation instructions and warnings please visit our website   WWW.PROARMOR.COM or contact 
customer service at 1-888-312-7667.] 

 

 
 

Begin removing the OEM seats by reaching through 
the space between the top and bottom cushions and 
then pressing the plastic latch for the seat base 
release. 

Next remove the four Torx bolts that attach the OEM 
seat to its base. 

Once the base has been attached and you are satisfied 
with its placement the bench seat can now be 
reinstalled and secured into place then your 
installation is complete.  

 Start the Sniper rear bench seat installation by first 
removing the two OEM rear seats. 
 

Then swap the seat base over to the bench seat. 
Attach the base using the supplied ¼” X 20 X ¾” 
hardware then screw the seat release strap to the 
plastic release clip using the self-taping screw. Adjust 
seat and base forward or back to desired fitment.   

As with all other Pro Armor seats the Sniper bench 
seat is fully compatible with our 5 point harness 
system to ensure you get the most enjoyment and 
safety from your riding experience. 


