
For further information on installation instructions and warnings please visit our website   WWW.PROARMOR.COM or contact 

customer service at 1-888-31-ARMOR 

Disclaimer 

Please read: This product is sold without warranty expressed or implied. No warranty or representation is made as to the 

products ability to protect the user / occupant from any injury or death in any manner of use. The user assumes that risk. The 

effectiveness of this equipment is directly related to the manner in which it is installed, used, and / or maintained. Proper instal-

 If you detect or smell any exhaust fumes inside the cabin, immediately roll down the windows. Stop and turn off 

the vehicle as soon as it is safe to do so. 

 Do not operate the vehicle with any signs of exhaust smell inside the cabin area. 

 Do not tow the vehicle with the enclosure on. 

RANGER900 Cab Enclosure (P131095)  

Installation Instructions 



For further information on installation instructions and warnings please visit our website   WWW.PROARMOR.COM or contact 

customer service at 1-888-31-ARMOR 

Installation Instructions: 

1. First install your desired front window. This Pro 

Armor enclosure was designed to fit the Polaris 

OEM front window, but can fit others. 

2. Take the enclosure out of the bag. Make sure 

the doors are zipped closed for an easier install. 

Lay the enclosure over the top of the vehicle 

like shown and unzip both doors completely. 

3. Start from the back and move towards the 

front, clipping the plastic “J” style clips, around 

the lower body plastics and around the door 

area. See figures to the right. 

4. In the front wheel well area, there is a flap on 

each side of the vehicle with 3 hollow steel riv-

ets. Remove all 3 factory bolts from the plastic 

under these flaps, and then re-install them, 

going through the 

holes in the enclo-

sure first, and 

tighten. See figure 

below.  

PLASTIC CLIPS HERE 

“J” STYLE PLASTIC CLIP 

STEEL HOLLOW RIVETS 



For further information on installation instructions and warnings please visit our website   WWW.PROARMOR.COM or contact 

customer service at 1-888-31-ARMOR 

1. Cab Enclosure Bag 

2. Cab Enclosure 

3. Hardware Kit 

PARTS LIST: 

QTY. DESCRIPTION 

1 45” Strip of 1” Wide Hooked Velcro w/Adhesive 

Backing 

2 24” Strips of 1” Wide Hooked Velcro w/Adhesive 

Backing 

HARDWARE KIT: 

NOTE: You can use the extra hooked Velcro to cut smaller pieces to place where you feel the enclosure 

might let air through on the front window and needs added Velcro to keep it down and sealed better. 

NOTE: When driving with the windows down, make sure they are tucked in the door pockets an the 

inside of the doors and do not interfere with your driving. 

5. Use the provided hooked adhesive backed Vel-

cro strip and cut the Velcro in strips to fit on the 

sides and top of the front window opening, if 

needed. The 45” longer piece goes across the top 

and the 2 smaller 24” pieces run down the sides 

of the front window area. See red lines in picture 

to the right. 

NOTE: Some trimming needed for different win-

dow mounts! 

6. Once the Velcro is cut, attach the pieces to the 

enclosure before sticking them on the window. 

Attach the pieces so they are straight with the 

opposite looped Velcro side. Peel off the sticky 

backing and attach the top Velcro piece first then 

do the sides, making sure the enclosure is pulled 

tight the entire time, from the top down. 

7. Attach the back straps to each of the stock lo-

cations using the factory hardware. See pic to the 

right. Same as the front steel rivets, the factory 

hardware will run through the rivet on the strap 

then connect back in factory location. 

NOTE: Make sure before each use the side vents for the clutch intake and the engine air intake vents are 

not blocked at any time. There are Velcro covers that can be opened to let more air as needed. 


